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Wire Connectors and Soldering Lugs

See General Information for Wire Connectors and Soldering Lugs

NICHIFU TERMINAL INDUSTRIES CO LTD E44245

1-3-58 TSURUMI

TSURUMI-KU

OSAKA, 538-0053 JAPAN

Trademark and/or Tradename:  ,  ,  , 

Splicing wire connectors, Model(s) B-0.5, B-1.25, B-1.25S, B-100, B-14, B-150, B-180, B-2, B-200, B-22, B-2S, B-325, B-38, B-
5.5, B-5.5S, B-60, B-70, B-8, B-80, CE Series, EC Series, ICCE Series, ICV B-1.25, ICVB Series, QL-X2, QL-X3, QL-X4, QL-X5, QL-
X6, QL-X8, SB-1210, SB-1614, SB-1816, SB-2218

Terminal connectors, Model(s) 1.25H, 2H

Terminal Connectors, Model(s) 5.5H

Terminal connectors, Model(s) BT Series (b), BT-W Series (b), CSC-13225A (c), CSC-13225N (c), CSC-13225N2 (c), CSC-13273N
(c), CSC-13715N (c), CSC-13725A (c), CSC-13725N (c), CSC-13725N2 (c), CSC-13725N3 (c), CSC-14325A (c), CSC-14325A2 (c),
CSC-14325N2 (c), CSC-14325N3 (c), CSC-14393N (c), CSC-15325A (c), CSC-15325A2 (c), CSC-15325N3 (c), CSC-15393N (c),
CSS-13225A (c), CSS-13225N (c), CSS-13225N2 (c), CSS-13273N (c), CSS-13715N (c), CSS-13725A (c), CSS-13725N (c), CSS-
13725N2 (c), CSS-13725N3 (c), CSS-14325A (c), CSS-14325A2 (c), CSS-14325N2 (c), CSS-14325N3 (c), CSS-14393N (c), CSS-
15325A (c), CSS-15325A2 (c), CSS-15325N3 (c), CSS-15393N (c), D-100A, D-100B, D-14A, D-14B, D-150A, D-150B, D-180A, D-
180B, D-200A, D-200B, D-22A, D-22B, D-325A, D-325B, D-38A, D-38B, D-60A, D-60B, D-70A, D-70B, D-80A, D-80B, D-8A, D-8B,
P-0.5, P-1.25, P-100, P-14, P-150, P-180, P-2, P-200, P-22, P-325, P-38, P-5.5, P-60, P-70, P-8, P-80

Pin and blade types, prefixed by ICTN or ICTV, followed by 0.3 (pin type only), 0.5, 1, 1.25, 2, 2.5, 3, 3.5, 4, 5, 5.5, 6, 8, 10, 12,
14, 125, 200 or 550, may be followed by 1, 2, 3, 3.5 , 4, 5, 8, 9, 9.5, 10, 10-1, 11, 13, 14, 16, 18, 20, F, K, L, M, N, NS, S SW, W,
may be followed by UB

TC Series (c)

Terminal connectors, B, C, W type, Model(s) 0.3Y (a), 0.5Y (a), 1.25BY (a), 1.25LY (a), 1.25Y (a), 21Y (a), 2BY (a), 2LY (a), 2Y
(a), 3.5Y (a), 5.5LY (a), 5.5Y (a), 51Y (a), 8Y (a)

Terminal connectors, pin type, "TGT Series", Model(s) TGN TC-1.25-11T, TGN TC-1.25-9T, TGV TC-1.25-11T

Terminal connectors, R type, "HA or HAB Series", Model(s) ICTN, ICTV

Terminal connectors, R type, Model(s) R-0.3, R-0.5, R-1.25, R-2, R-3, R-3.5, R-5.5

Terminal connectors, RD type, Model(s) RD-100 (c), RD-150 (c), RD-180 (c), RD-200 (c), RD-325 (c), RD-60 (c), RD-70 (c), RD-
80 (c)

Uninsulated Pressure Terminal Connectors, Model(s) Cat Nos. R 8-5-B-NI, R 8-6-B-NI, R 14-5-B-NI, R 14-6-B-NI, R 14-8-B-NI, R
22-5S-B-NI, R 22-6-B-NI, R 22-8-B-NI, CB 38-5S-B-NI, R 38-6S-B-NI, R 38-8-B-NI, R 5.5-4-NI, R 5.5-5-NI, R 5.5-6-NI, R 8-5-NI, R
8-6-NI, R 14-5-NI, R 14-6-NI, R 14-8-NI, R 22-5S-NI, R 22-6-NI, R 22-8-NI, R 38-6S-NI, R 38-8-NI, CB 38-5S-NI, CB 38-6S-NI, CB
38-6N-NI.

Uninsulated pressure terminal connectors, Model(s) CB-22 (d), CB-38 (d), CB-60 (d)

Uninsulated pressure terminal connectors, blade type, Model(s) BT (d)

Uninsulated pressure terminal connectors, double hole, Model(s) RD-100 (d), RD-150 (d), RD-180 (d), RD-200 (d), RD-325 (d),
RD-60 (d), RD-80 (d), RD70 (d)

Uninsulated pressure terminal connectors, pin type, Model(s) TC (d)

Uninsulated pressure terminal connectors, ring type, Model(s) R, followed by 0.5, 1.25, 2, 2K, 3.5, 5.5, 8, 14, 22, 38, 60, 70, 80,
100, 150, 180, 200 or 325; Bend at 90° Cat. Nos. R, followed by 1.25, 2, 5.5, 8, 14, 22 or 38, followed by 4, 5, 5S, 6, 6S, 8 or 8S,
followed by B.

R-0.5 (d), R-1.25 (d), R-100 (d), R-14 (d), R-150 (d), R-180 (d), R-2 (d), R-200 (d), R-22 (d), R-2K (d), R-3.5 (d), R-325 (d), R-
38 (d), R-5.5 (d), R-60 (d), R-70 (d), R-8 (d), R-80 (d)

Uninsulated pressure terminal connectors, spade type, Model(s) 0.5Y (d), 1.25BY (d), 1.25LY (d), 1.25Y (d), 21Y (d), 2BY (d),
2LY (d), 2Y (d), 3.5Y (d), 5.5LY (d), 5.5Y (d), 51Y (d), 8Y (d)

(a) - Followed by 0.3 (loose piece pin type TC only), 1.25, 2, 2.5, 3, 3.5, 4, 5, 5.5, 6, 8, 10, 12, 14, 16, 20, 22, 24, 27, L3.5 or
T3, may be followed by 8, 9, 9.5, 10, 10-1, 11, 13, 14, 16, 18, 20, B, K, L, M, N, S, SW or W, may be followed by S or UB. The
chain constructions are preceded by CT or RT.
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(b) - Followed by 0.3 (loose piece pin type TC only), 1.25, 2, 2.5, 3, 3.5, 4, 5, 5.5, 6, 8, 10, 12, 14, 16, 20, 22, 24, 27, L3.5 or
T3, may be followed by 8, 9, 9-1, 9.5, 10, 10-1, 11, 13, 14, 16, 17, 17-1, 18, 20, B, L, M, N, S, SW or W, may be followed by S or
UB. The chain constructions are preceded by CT or RT.

(c) - Followed by 0.3 (loose piece pin type TC only), 1.25, 2, 2.5, 3, 3.5, 4, 5, 5.5, 6, 8, 10, 12, 14, 16, 20, 22, 24, 27, L3.5 or T3,
may be followed by 8, 9, 9.5, 10, 10-1, 11, 13, 14, 16, 18, 20, B, L, M, N, S, SW or W, may be followed by S or UB. The chain
constructions are preceded by CT or RT.

(d) - Followed by 0.3 (loose piece pin type TC only), 1.25, 2, 2.5, 3, 3.5, 4, 5, 5.5, 5.5N, 5S, 6, 6S, 8, 10, 12, 14, 16, 20, 22, 24,
27, L3.5 or T3, may be followed by 8, 9, 9.5, 10, 10-1, 11, 13, 14, 16, 18, 20, B, K, L, M, N, S, SW or W, may be followed by S or
UB. The chain constructions are preceded by CT or RT.
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When the UL Leaf Mark is on the product, or when the word "Environment" is included in the UL Mark, please search the UL
Environment database for additional information regarding this product's certification.

The appearance of a company's name or product in this database does not in itself assure that products so identified have been
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and
covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1.
The Guide Information, Designs and/or Listings (files) must be presented in their entirety and in a non-misleading manner,
without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory with
permission from UL" must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright
notice in the following format: "© 2013 UL LLC".
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