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F120

INSTALLATION SCHEME 

VOORDELEN
• Geschikt voor bevestiging van bouten en draadstangen.
• Beperkte installatiediepte vermindert de montagetijd.
• Het inslaganker is geschikt voor tijdelijke bevestigingen, de huls zit mooi vlak 

tegen de ondergrond.

AVANTAGES
• 
• 
• 

TOEPASSING
• Voorsteekmontage.
• Het anker met behulp van een hamer inslaan. Daarna het juiste montage-

hulpstuk gebruiken en de conus van het anker inslaan zodat de plug zich 
volledig kan spreiden.

• Het montagehulpstuk moet volledig tegen de rand van het anker zitten om 
een correcte spreiding te garanderen.

APPLICATION
• 
• Monter l’ancrage à l’aide d’un marteau. Ensuite, frapper l’outil de pose pour 

enfoncer le cône.
• Contrôle visuel de montage: l’outil de pose doit se trouver contre le bord de 

la cheville.

DROP-IN ANCHOR

SM0IA

ADVANTAGES
• Due to its small dimensions it is suitable to use in concrete supports with 

small thickness.
• Internal metric thread allows the use of standard metric screws and threaded rods.
• 

FUNCTIONING
• Pre-positioned installation.
• Drill a hole as in the table and hammer in the anchor. Use the correct setting 

• 

Cr3+
environmental
friendly

TYPE IA

Internally threaded anchor for simple hammer-in installation. Available in zinc plated steel and stainless steel A4.

INSLAGANKER

CHEVILLE MÉTALLIQUE À FRAPPER



127

H
ea

vy
 d

ut
y  

   

size pgb code EAN13

SM0IA306    Z 100

100

SM0IA310    Z

SM0IA312    Z

SM0IA316    Z

SM0IA320    Z

size pgb code EAN13

SM0IAE06    Z

SM0IAE10    Z

SM0IAE12    Z 20

SM0IAE16    Z 10

l
ls

hef

h1

d = d0 ds

INFO
ds

[mm]

l
[mm]

d0

[mm]

h1

[mm]

ls
[mm]

hef

[mm]

M 6 30 11

30 10 13 30

M 10 40 12 40

M 12

M 16 20 70

M 20 33

size pgb code EAN13

SM0IA306    A4 100

100

SM0IA310    A4

SM0IA312    A4

SM0IA316    A4

SM0IA320    A4

size pgb code EAN13

M 6 SM0IP306    Z 1

1

M 10 SM0IP310    Z 1

M 12 SM0IP312    Z 1

M16 SM0IP316    Z 1

M 20 SM0IP320    Z 1
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LOADS - BELASTINGEN - CHARGES

Recommended loads for a single anchor. 1)

Type IA / IAI (A4) M 6 M10 M12 M16 M20

hmin         [mm] 100 130 160

scr         [mm] 200 200 200 200 260 320

Ccr         [mm] 240

Type IA

Cracked and uncracked concrete / Gescheurd en niet-gescheurd beton / up to [kN] 2,00

Type IAI (A4)

Cracked and uncracked concrete / Gescheurd en niet-gescheurd beton / up to [kN] 1,37 4,17

LOADS - BELASTINGEN - CHARGES

Recommended loads for a single anchor. 1)

Type IA M 6 M10 M12 M16 M20

smin         [mm] 60 100 130 160

Min. edge distance / Min. randafstand / Distance au bord min. Cmin         [mm] 140 230

hmin         [mm] 100 100 100 100 130 160

scr         [mm] 60 100 130 160

Ccr         [mm] 120 240

Tension load / Trekbelasting / Traction

Uncracked concrete / N [kN] 1,7 -2) 4,1 -2) 12,0

Uncracked concrete / N C30/37 [kN] -2) 4,3 -2) 7,1

Uncracked concrete / N [kN] -2) 4,4 -2) 7,4

Uncracked concrete / N [kN] -2) -2) 7,6 13,2

Shear load / Afschuifbelasting / Cisaillement 3)

Uncracked concrete / N [kN] 4,6 13,3

1)  

F=1,4  

1)  

MP  and F 
2)   
3)

Cmin

Cmin

smin

h

s m
in

Cmin

Cmin

smin

h

s m
in

tension zone

compression zone


